
Absorbing and retaining rainwater and returning it to nature

Active revitalization of roofs with simultaneous cooling of buildings

premium roof

The water retention mat that provides a living space.
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purpose:

function:

variants:

competitive edge:

VIRIdiVITA water retention mat

technical data:

42 l/m

0.023

97.7%

200 x 100 x 7

ISO 9001/2008

20 kPA

2.5 kg/m

water retention capacity (EMPA PB 462158-2)

water runoff rate, C-value (EMPA PB 462158-2)

rainfall retention

standard mat format in cm (individual mat thicknesses on request)

manufacturing certification

compression hardness 40% (DIN EN ISO 3381/1)

dry weight

stable to temperature and hydrolysis environmentally friendly (sqts 2013L31787)

premium roof

VIRIdiVITA gmbh
Linthstrasse 42
8856 Tuggen
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active revitalization of flat roofs and roofs with low slopes

absorb rainwater, retain it and return it to nature via plants and the roots 
through evaporation into the atmosphere 

retention mat as a single component or as a complete solution

- storage capacity for three 10-year heavy rainfall events within 72 hours     
  (without substrate)
- close to natural soil structure
- avoidance of geotextiles and excess water
- no wind erosion
- suitable for lightweight construction systems due to minimal weight
- quick return to original state (e.g. after stepping on) thanks to high 
  material elasticity
- simple installation due to step joint

step joint


