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Al Hashemi Shehab

CEO City Golf Club Abu Dhabi

VIRIdiVITA lawn
®

Make greening to your game

The lush green of the oasis thanks the 
water reservoir of VIRIdiVITA lawn.

The work is done invisibly under the 
ground.  

Only the roots know the secret.

VIRIdiVITA lawn is the high-tech 
product that prevents unwanted wa-
ter loss through seepage. 

Valuable irrigation water is retained 
and plants can benefit from it for 
more than 7 days.

“According to our tests we 
will reduce the water 
consumption on our golf 
course by using VIRIdiVITA 
lawn by up to 50-60%.”

> reduction of water consumption
> water storage in the root area
> prevents water loss through seepage
> good rootability
> positive influence on the CO

2
 balance

> without soil substrate 
> sustainable 
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INTERIOR EARTH APPLICATION
FACADE + NOISE

PROTECTION HOMEROOF

Tested according to FLL guidelines:Data based on test results of :
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 water for life !

VIRIdiVITA lawn - Specification Mat

-Water retention capacity :    

-Water retention :   

-Temperature and hydrolysis stable,
  non-polluting  (sqts 2013L31787)

-Product certification :

-Standard dimension :
(bale goods) 

-Water retention time : 
  (EMPA PB 462158-2)

Water savings compared to conventional systems :
(US20200310_Water absorption capacity/SN 592000)

> 7 Tage

16.8 l/m2

36 l/m2

Strength  2 cm

VIRIdiVITA lawn - Water retention and storage potential - absolute1

Precipitation behavior in the trial

VIRIdiVITA lawn - Water retention and storage potential - relative2

Lawn layer

Layer thickness  7cm 
Sand + VIRIdiVITA lawn

Vegetation layer : Vegetation layer : 

VIRIdiVITA lawn

Underground

64 %

Sand (5cm)

Vegetation and 
Retention layer (2cm) 

Addition
100 l/m2

Retention
36 l/m2

Water 
discharge

64 l/m2

ISO 9001/2008

+3 days

50 - 60%50 - 60%

Underground

Lawn layer

Layer thickness 5cm
only Sand

Sand (5cm)

Addition
100 l/m2

Retention
22 l/m2

Water 
discharge

78 l/m2

+3 days

-For sustainability reasons without geotextiles

1. test result
2. compared to pure sand construction


